®

FOYER AX F 8001 POST-COMBUSTION Ns

Standard NF — EN 13229 Guaranteed by C.T.I.F. INTEGRAL FIRE
Lesfoyers verts

Type: |.SB. SF. EM

- nominal power : 10 kwh

- consumption : 6.2 Kgh

- appliance Co : 0,26%

- appliance efficiency : 70.4 %

- % of losses by non burning solids: O

- Autonomy of heater => 10 H 00 am with inertia of the
fireproof

- Autorized fue : wood to 15 % of humidity

CONDITION OF EXPLOITATION

- imperative fresh inflow of air : 300 cm® minimum
- inflow of air convection : 600 cm? minimum, so

necessary to kick away the detachable opercules.
- Hot air outlets : 647 cm? minimum

STANDARD EQUIPEMENTS

- order of valve exhaust of smoke with automatic
opening when the door lift up

- careenage of door

- dubbing of convection

- directiona and detachable inflows of fresh air

- removable feet

- smoke evacuation @ 200 — hot air outlets @ 125 ( 4
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- Weight : 260 Kg
8125 535

AXIS: ZA LaPdlissiere — 01300 BELLEY FRANCE
Tél:33(0)479811050—-Fax:33(0)479422124
Email : mbondot@aol.com/ Site internet : www.cheminees-axis.com




